WILLBERANDT
The Compensator Catalogue BRI ECEHINTES

WILLBRANDT Rubber Compensator Model 53

Model 53 is a low convolution bellow compensator
with good sound deadening properties for structure
and liquid-borne noise. It is characterized by a very
high expansion capability particularly in the angular

plane.
Construction N
Low convolution rubber bellow with reinforcing S
inserts and integral rubber profile (thus - sealing
without additional gaskets) to suit the swivel 8 \\§
flanges. The flanges are drilling to DIN PN 10 g% %
standard with through holes. v
)
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Other specifications in acc. with DIN, ASA, BS Special Qg S
flanges are also available. aL
Design A
Details for Model 53
issi i lectrical -
Bellow Core Reinforcing Cover Permissible operating data RZ:;;:::‘ace ':‘:::
Colour Code (inner) Material (outer) bar °C | bar °c | bar °c Q Shore A
grey CR Nylon CR 16 50 | 10 70 6 80 5*10" 60
red EPDM Nylon EPDM 16 50 | 12 90 | 10 90 7*10? 60
yellow NBR Nylon CR 16 50 | 12 80 | 10 80 5*10° 60
Suitabel for vacuum up to 0.8 bar abs., without support ring (2 m suction)
Suitable for vacuum up to 0 bar abs., with support ring (10 m suction)
Bellow Flange PN 10 Movement absorption
NB | BL | A | @D | @Lk | @d n s | ax+ | ax- | latx | 2z | 9C
mm mm mm mm mm mm mm mm mm °
20 130 81 105 75 M12 4 16 30 30 30 30 54
25 130 81 115 85 14 4 16 30 30 30 30 54
32 130 81 140 100 18 4 16 30 30 30 30 65
40 130 86 150 110 18 4 16 30 30 30 30 74
50 130 96 165 125 18 4 16 30 30 30 30 86
65 130 110 185 145 18 4 16 30 30 30 30 105
80 130 122 200 160 18 8 18 30 30 30 30 118
100 130 142 220 180 18 8 18 30 30 30 25 137
- 125 130 170 250 210 18 8 18 30 30 30 25 166
150 130 196 285 240 23 8 20 30 30 30 20 192
200 130 256 340 270 23 8 20 30 30 30 15 252
250 130 306 395 350 23 12 20 30 30 30 10 304
300 130 356 445 400 23 12 20 30 30 30 10 354
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